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Rehabilitation of 1st floor of MoPIED office near of KM 5 in Mogadishu, Somalia 

S.N. Description of the activity Unit QTY 
1 Repairing of RCC structures 

1.1 

Knocking down at least 5cm the cracked portion carefully from all the RCC 
structures like columns, beams and tie beams. All the loose concrete to be 
chipped off and removed carefully without damaging the structures. The 
demolished materials should be dumped at least 1km from the site under the 
rule and regulation of the Municipality of the District.                                                                                           
N.B.                                                                                       Estimated damage is 
15% of total structure              

m³ 2.69 

1.2 

Repair all knocked places of RCC structures by Cement sand mortar of 1:3 
ratio mix. A neat cement punning shall be applied on the knocked surface 
before putting the cement mortar. The finishing shall be smooth and even. The 
repaired portion shall be cured for ten continuous days.                                             
N.B.                                                                                       Estimated damage is 
15% of total structure              

m³ 2.69 

1.3 

Knocking down at least 5cm the cracked portion carefully from all the RCC 
slabs. All the loose concrete to be chipped off and removed carefully without 
damaging the structures. The demolished materials should be dumped at least 
1km from the site under the rule and regulation of the Municipality of the 
District.                                                                 N.B.                                                                                       
Estimated damage is 15% of total structure                          

m³ 4.44 

1.4 

Repair all knocked places of RCC slab by Cement sand mortar of 1:3 ratio mix. 
A neat cement punning shall be applied on the knocked surface before putting 
the cement mortar. The finishing shall be smooth and even. The repaired 
portion shall be cured for ten continuous days.                                                         
N.B.                                                                                       Estimated damage is 
15% of total structure                          

m³ 4.44 

1.5 

Knocking down of 5cm bottom damaged surfaces and sides for reinforced 
concrete projection corbels (windows cup). All the loose part to be chipped off 
and remove carefully. The demolished materials should be dumped at least 
1km from the site under the rule and regulation of the Municipality of the 
District.                                                                                         N.B.                                                                                             
Estimated damage is 15% of total structure    

m³ 0.48 

1.6 

Repair all knocked place - bottom damaged surfaces and sides for reinforced 
concrete projection corbels (windows cup).  A neat cement punning shall be 
applied on the knocked surface before putting the cement mortar. The finishing 
shall be smooth and even. The repaired portion shall be cured for ten 
continuous days.   

m³ 0.48 
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  Sub total - 1 

2 Repairing of wall surfaces and finishing works 

2.1 

Repair all the cracks on the walls (internal and external) after knocking down the 
plasters 100mm wide and 50mm deep along the cracks. Repairing to be done by 
insertion of z - shape folded 6mm steel of 500mm length @1,000mm c/c across 
the cracks. If the crack is large the 6mm steel should be combined with a pre-
casted concrete blocks (1:2:4) of 240x120x60mm across the cracks @1.0mc/c.  
All the cracked surface shall be sealed with cement sand mortar of 1:6 mixing 
ratio. 

Item 1.00 

2.2 

Remove carefully and keep in safe place existing aluminum partition walls at the 
West side of the building. Remove and keep safe also L-shape cornice at the 
front angle of the building. Note that the price will include re-installation and 
supplying of broken and missing fittings. 

Item 1.00 

2.3 

Repairing edges of the door cornices which got damage during removing the 
doors as well as re-fixing of new the frames, note that this item include also the 
edges of over roof ventilation windows. Make it good the wall edges with proper 
small masonry works and plastering. 

Item 19.00 

2.4 
Remove carefully all damaged and broken ceramic wall tiles of the toilets. The 
demolished materials should be dumped at least 1km from the site under the 
rule and regulation of the Municipality of the District. 

Item 1.00 

2.5 
Apply two coats of internal and external white washing with stucco to fill for all 
depressed area on all wall surfaces including new walls, ceilings etc.  m² 2057.43 

2.6 
Apply two coats of white distemper inside and outside wall and ceiling surfaces. 
The price should be include applying of white gloss paint at the lowest 1.50 of all 
internal wall surfaces. 

m² 2057.43 

2.7 
Provide and fix approved quality ceramic wall tiles for the  toilets up to ceiling 
height of internal wall surfaces.  The tiles should be laid and jointed with cement 
sand mortar of 1:2 mixing ratio                                       

m² 84.02 

  Sub total - 2 

3 Repairing of floor 

3.1 

Remove carefully all damaged and broken ceramic floor tiles of the offices and 
corridor including the marble of the two staircases. The rate should be included 
removing of the base layer and dumping the broken material to least 1km far 
from the site. 

m² 602.36 

3.2 
Construct 3cm thick cement sand mortar of 1:6 mixing ratio on the replaced 
portion m³ 18.07 

3.3 
Provide and fix good quality 450 x 450 x 5 mm thick approved porcelain tiles on 
floors and 100x8mm skirting including cement and sand (1:2) backing (max 
7.5cm deep) and pointing in  white cement  as per engineers direction.                                                                                              

m² 577.23 

3.4 

Provide and fix first class of (300 x 1,200 mm trade and 150 x 1,200mm rise) 
approved staircase marble on trade and rise of existing two staircases of the 
building. The price should be included the cement and sand (1:2) for jointing and 
white cement adhesive for pointing.                                                                                             
N.B.                                                                                                    The marble 
should be got approval from UNDP engineer before supplying to the site.                                                                                                 

m² 25.13 

  Sub total - 3 

4 Doors, windows, and staircase handrail 



4.1 

Remove carefully the good condition 2.2m x 0.9m hardwood timber doors of Singapore 
model, after when finishes the implementation of the building re - fix. Note the price should 
include new Italian type locks with very strong hinges for all doors. Finally apply two coats of 
varnish paint.  

Item 19 

4.2 

Remove carefully the good condition aluminum windows at the front side of the corridor, after 
when finishes the implementation of the building re - fix. Note the price should include new 
anti-mosquito net, covering with BRF and all fittings such as very strong holding system and 
water sealing system. 

Item 11 

4.3 

Remove carefully the good condition aluminum partition walling in the middle of the corridor, 
after when finishes the implementation of the building re - fix. Note the price should include, 
covering with BRF and all fittings such as very strong holding system and water sealing 
system. 

Item 1 

4.4 

Remove carefully the good condition aluminum cornice walling in the connection angle of the 
two corridor, after when finishes the implementation of the building re - fix. Note the price 
should include, covering with BRF and all fittings such as very strong holding system and 
water sealing system. 

Item 1 

4.5 

Provide and fix new PVC framed windows (1.5mx2.20m) with  6mm ordinary glasses and 
good quality anti-mosquito nylon netting including all fittings, fixtures etc.  The PVC frame 
should be not less than 10mm thick and the ordinary glasses should covered by first class 
BRF (Blast Resistant Films) with all required fixing and fittings.                                 N.B.                                                                                                    
Contractor should provide the same quality and design of the existing windows in the 
conference hall                               

m² 62.70 

4.6 

Replace all missing and damaged pieces of existing 1.5m height and 2.20m width PVC 
framed windows in the main conference hall. The repairing consist fixing of broken of 6mm 
ordinary glasses, providing and fixing of good quality anti-mosquito nylon netting, covering by 
first class BRF (Blast Resistant Films) with all required fixing and fittings 

Item 6 

  Sub total - 4 

5 Sanitary & water connection 

5.1 Remove all old fittings and fixtures of toiletries from the toilets.  Item 4 

5.2 
Supply and fix one set of approved  European flash set  complete ( WC, hand 
wash, shower with plate etc.) with all required accessory such as mirror, toilet 
paper holder, towel holder, soap holder etc.  

Item 4 

5.3 
Upgrading of connect the water supply system with the existing water supply 
point including all required piping's, fittings and fixtures.  Item 1 

  Sub total - 5 

6 Electricity and Air conditions  



6.1 

Renovate the whole electrical layout of the floor including  lighting points wired in 
3x4mm², for sockets power 3x10mm² and 4x16mm² for surrounding feeder wire. 
The wire should put inside of the wall with heavy gauge PVC pipes of  Ø 20mm 
diameter with all accessories but excluding switch plate and fitting such as 24 
ways box with automatic switched or on sensor / contactor control. 10A to 40A 
switches to be placed in the controlling room as per the instruction of UNDP 
engineer. 
Every room should provide with one switch points, three UK 250A sockets. Light 
fittings complete with warm white lamps inclusive of fixings., supports and final 
connections with 1x36W 1290mm long batten fluorescent fitting with 
polycarbonate body.1 one each for every 10sqm area. Each room (5.0mx4.81m 
or equivalent space) shall be provided with three sockets of 250A and one 
lighting point. The price should be included providing of automatic 3 phase main 
switch of 400A. 

m² 416 

6.2 
Main electrical feeder cable of 35mm² 4 core from the power house to the main 
switch box in the controlling room of the building. The price should be include 
providing of PVC pipe/channel with digging and burring of the cable  

m 120 

6.3 Provide split Air condition of 12,000BTU with all required accessory and fitting  Item 8 
6.4 Provide split Air condition of 18,000BTU with all required accessory and fitting  Item 3 

6.5 Provide an original automatic switch of 32A type "Hager"   Item 11 

6.6 Fixing of Air conditions  Item 11 
  Sub total - 6 

7 Over roof 

7.1 

Repair all the cracks on the walls (internal and external) after knocking down the 
plasters 100mm wide and 50mm deep along the cracks. Repairing to be done by 
insertion of z - shape folded 6mm steel of 500mm length @1,000mm c/c across 
the cracks. If the crack is large the 6mm steel should be combined with a precast 
concrete blocks (1:2:4) of 240x120x60mm across the cracks @1.0mc/c.  All the 
cracked surface shall be sealed with cement sand mortar of 1:6 mixing ratio. 

Item 1.00 

7.2 

Provide and fix good quality 10,000mm x 1,100mm approved tarmac paper on 
top of roof slab. Before laying the  papers the contractor should clear all organic 
and un-organic material on the slab surfaces, also contractor should use an 
adequate heat for the papers before fixing.                                                                                             
N.B.                                                                                                    The bitumen 
papers should be got approval from UNDP engineer before supplying to the site.                                                                                                        

m² 577.23 

7.3 Apply two coats of internal and external white washing with stucco to fill for all 
depressed area on all wall surfaces including new walls, ceilings etc.  m² 383.47 

7.4 
Apply two coats of white distemper inside and outside wall and ceiling surfaces. 
The price should be include applying of white gloss paint at the lowest 1.50 of all 
internal wall surfaces. 

m² 383.47 

7.5 

Provide and fix new aluminum illumination windows at the top of the concrete 
roof slab. Note the price should included removing the rest of illumination louver 
and fixing of new aluminum with ordinary glasses and covered with BRF and all 
required fitting and fixer. 

m² 8 

7.6 
Upgrade the rain water pipes by removing of existing small dimension pipes and 
replace in to good quality PVC pipes of diameter not less then Ø 11mm. Item 16 



  Sub total - 7 

	


